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B 24
The B 24 LOW PRESSURE PAINTING UNIT is ideal for small, medi-
um painting applications. Thus providing the high finishing of 
the air spray painting will prevent the operator from handling 
the weight of the gravity or suction cup guns.
The B24 UNIT can be fed by a 6 litres gravity hopper, or through 
a paint suction system, directly from the original paint can. In 
both cases the recycling system will help to speed up the pump 
and circuit cleaning.
The double air regulator mounted on the pump will provide 
both the pump pneumatic working as well as the air atomisa-
tion to the spray gun.
The line filter is included as well as a flow regulator that will 
provide a steady and smooth paint feeding to the spray gun.
It can work with any pressure fed air paint spraying gun: con-
ventional, compliant, HVLP, LVLP.

B24
Motor Pneumatic

Ratio 1:1  

Max. Delivery free flow ltr/min 24

Max.  Air inlet pressure Bar  (PSI) 8 (116)

Max.  Working outlet pressure Bar  (PSI) 8 (116) 

Weight kg. 11

Air consumption ltr/min  200-500  

Material inlet fitting size M 1/2”

Material outlet fitting size M 3/8”



B 24
 B24 is pneumatic double diaphragm pump suitable to 

transferring fluids of low and medium viscosity. The double 

diaphragm system allows a quick inversion providing a steady 

flow delivery

BOXER 24
BOXER 24 is pneumatic double diaphragm pump suitable to 

transferring fluids of low and medium viscosity. The double 

diaphragm system allows a quick inversion providing a steady 

flow delivery. The anti acid version of BOXER 24 allows the 

handling of corrosive fluids.

B24
Motor Pneumatic

Ratio 1:1  

Max. Delivery free flow ltr/min 24

Max.  Air inlet pressure Bar  (PSI) 8 (116)

Max.  Working outlet pressure Bar  (PSI) 8 (116) 

Weight kg. 11

Air consumption ltr/min  200-500  

Material inlet fitting size M 1/2”

Material outlet fitting size M 3/8”

BOXER
Motor Pneumatic

Ratio 1:1  

Max. Delivery free flow ltr/min 24

Max.  Air inlet pressure Bar  (PSI) 8 (116)

Max.  Working outlet pressure Bar  (PSI) 8 (116) 

Weight kg. 11

Air consumption ltr/min  200-500  

Material inlet fitting size M 1/2”

Material outlet fitting size M 3/8”



The pump working principle is based on the alternate movement of two diaphragms. The compressed air enters the air motor 
operating a shaft who drives the movement of the two diaphragms, sucking and delivering the fluid. They can be operated 
by ain air pressure from 1 to 7 bar.      
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PUMP’S OPERATION
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Lacquer / varnish / enamel (low visc)   

Primer / latex / enamel (med. visc)   

2 component (med. visc.)   

Low solvent & solvent free coatings (high visc)   

Insulation and high build coatings   

Fire-proofing coatings   

Water-proofing coatings / bituminous coatings   

Plasters / ready-mix gyps   

Resins / Injection Products   







= Very good

= Good

= Not good

Legend:

B24 and BOXER24 are a pneumatic low pressure double 
diaphragm pumps with low air consumption. The valves 
are in tungsten carbide, the part of the diaphragms 
in contact with the fluid is in PTFE  and, thanks to the 
design and the accurate choice of components and 
materials, FILTERMEDIA double diaphragm pumps are 
reliable, easy to service, providing a long working life.

FEATURES

• Water and solvent based paints
•Lacquers
•Stains
• Poliuretanic paints
• Epoxy paints

APPLICATIONS:
WOOD AND METAL FINISHING


